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August 14, 1979

State of Michigaa

Dept. of Natural Resources
Water Quality Divisioa

Pte. douille 3State Game Area
RPD #2

Rockwood, Nichigan 48171

Attention: Ms. Terese E, Dougherty
State Permit Compliance Unit

Dear Ms. Dougherty:

¥We have received your letter dated July 18, 1979, and will
comply with the requests stated derein.

At the present time all indications are that ths complete
plant wvater recycling system will be fully operational withia the
next 60 days; that is by October 13, 1979,

Hi-M111 ¥Will send writtea coafirmation to you wvhen the total
recycle system is completed and sucessfully operational.

Ai-Mill will send to you at the same time & writteam regquest
to rescind Hi-Mill's State Permit for water discharges since ocur
company will no longer discharge to groundwaters.

The progress raport due August 15, 1979, is herewith attached.

Very truly yours,

HI-MILL MANUPACTURING COMPANY
// _:/ /,-’ ~— e

hobort Y. Beard ’
President

Ry
M

R¥PBibeo
Enclosure

ce: Mr, Roy Schrameck, DNR
‘tr, X, Zollner, DHR
Mr. B. Zane, Atcoa Corp.



HI-MILL MANUPACTURIWG COMPANY
August 14, 1979

PROGRESS REPORY

AUTOMATIC EICRING MACHINE

l. Try out tests are coantinuing on the asutomatic etch machine.,
Some nechanical problems have surfaced and ars being attended
to at the present time. XNO seriocus prodblems have surfaced yes.
Corrosion of metal parts is in evidence, replacement with
plastic will Le effected as required.

BRAZING ROON RRCYCLING SYITEM

2. All pumpe, filters and ioa exchange tanks are set in place.

System is ruaning. WYater analysis is being made of purified
wvatsr supply to brasing machines, to check 4issclved solids
and pii to prevent staining of perts in final rinse. 3ystem
is closed loey with no discharge. All speat water is returned
to storage tank vhere filtratiom and iom exchange purify it.

3.

4.

To make the jon exchange system more efficiemt with hand held
etching of tubing, certain modificeatioas to the area under the
wvoodea floor are necessary, samely, a dividing wvall sust be
built to separate the aluminum and copper overflow and spillage.
Cross contaminatioa betwees beth lines eauses seriocus staining
of alvminum parts. A swmp must be installed for the sluminum
l1ine to acocommodate spillage vhea the operster moves baskets
containing tubes from one tank to another,

The oil-wvater separator vhich'will make the copper spinning
machines "zero discharge” has beea completed and is preseatly
being lined with coal tar epoxy and will be peiated., Install-
atioa should be completed withia 30 days. The particulate
filter has arrived at the plant amd is awvaiting installatioa.



